
Aegis SE 10SI-084US

Manufacturer Part # AegSE10SI084

OS Windows 10 Home

CPU Intel® Core™ i5-10400F Processor 6 Cores 2.9-4.3 GHz 12M Cache

Chipset H410

Motherboard MSI MicroATX MB

CPU Cooler Air RGB Cooler

VGA NVIDIA® GeForce® GTX 1660 Super 6G GDDR6

Memory (GB) 16GB DDR4 (2 x 8GB)

LAN 1 x RJ45 (1GbE) Intel I219V

Wireless Communication WiFi 5 (802.11ac) 433Mbps Dual Band 2.4GHz, 5GHz

Audio 7.1 HD Audio (Realtek ALC892/ALC897)

Video Port 1 x HDMI-out (2.0b), 3 x DP-out (1.4)

I/O Front:
2 x USB 3.1 Gen 1 Type A
1 x Mic in / 1 x Headphone out
Rear:
2 x USB 3.2 Gen 1 Type-A
4 x USB 2.0
1 x HDMI-out
3 x DP out

USB Front:
2 x USB 3.1 Gen 1 Type A
Rear:
2 x USB 3.2 Gen 1 Type-A
4 x USB 2.0

HDD/SSD 512GB 2.5" SATA SSD

Peripherals MSI Gaming Mouse
MSI Gaming Keyboard

Power Supply 350W

Power Efficiency Level 80 Plus Bronze

Dimensions 7.28" x 16.73" x 19.02"

Weight 22.96 lbs

Warranty 1 Year



M O N I T O R

Optix G27C4
S E E  B E Y O N D  T H E  G A M E .  V I S U A L I Z E  Y O U R  V I C T O R Y .

© 2021 Micro-Star Int'l Co.Ltd. MSI is a registered trademark of Micro-Star Int'l Co.Ltd. All rights reserved.

SPECIFICATIONS
Panel Size 27" (69cm)
Panel Resolution 1920 x 1080 (FHD)
Refresh Rate 165Hz
Response time 1ms
Panel Type VA
Brightness (nits) 250 nits
Viewing Angle 178° (H) / 178° (V)
Aspect Ratio 16:9
Contrast Ratio 3000:1
DCR 100000000:1
Pixel Pitch (H x V) 0.3114(H) x 0.3114(V)
Surface Treatment Anti-glare
Display Colors 16.7M
DCI-P3 / sRGB 90% / 115%

Video ports 1x DP (1.2a)
2x HDMI (1.4b)

Audio ports 1x Earphone out
Active Display Area (mm) 597.888(H) x 336.312(V)
Kensington Lock Yes
VESA Mounting 100 x 100 mm
Control 5-way OSD navigation joystick
Power Type External Adaptor 20V 2.25A
Power Input 100~240V, 50~60Hz

Signal Frequency 53.28 to 183.15KHz (H)
48 to 165Hz (V)

Adjustment (Tilt) -5° ~ 20°
Curved 1500R
Power consumption 30W

Dimension (W x H x D) 611.5 x 457.9 x 225.4 mm / 24.08 x 18.23 x
8.87 inch

Weight (NW / GW) 5.4kg / 9.0kg
11.9lbs / 19.84lbs

Frameless Design Yes

Note Display Port: 1920 x 1080 (Up to 165Hz)
HDMI: 1920 x 1080 (Up to 144Hz)

CONNECTIONS

FEATURES

1ms Fast Response Time

Eliminate screen tearing and choppy frame rates with 1ms
response time.
Curved Gaming
View more of your game with the 1800R curve rate that is perfect
for gamers to play their games.

Frameless Design

With the narrow bezel, you will not even notice the monitor at all
in the heat of the moment.

165Hz High Refresh Rate

Experience smooth gaming with a blazing fast 165Hz refresh rate,
that gives you the upperhand in fast moving games

165Hz High Refresh Rate

Experience smooth gaming with a blazing fast 165Hz refresh rate,
that gives you the upperhand in fast moving games

1ms Fast Response Time

Eliminate screen tearing and choppy frame rates with 1ms
response time.
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1. 5-way joystick navigator
2. 1x DC Jack
3. 2x HDMI 1.4b
4. 1x Display Port 1.2a
5. 1x Earphone out
6. 1x Kensington lock
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G D

VIGOR GK30

© 2020 Micro-Star Int'l Co.Ltd. MSI is a registered trademark of Micro-Star Int'l Co.Ltd. All rights reserved.Intel, the Intel logo, Centrino, Centrino Inside, Intel Core and Core Inside are trademarks of Intel
Corporation in the U.S. and other countries. For more information about the Intel processor feature rating, please refer to www.intel.com/go/rating.

SPECIFICATIONS
MODEL NAME VIGOR GK30 GAMING KEYBOARD
MAIN KEY SWITCHES Plunger Switches
KEYBOARD INTERFACE USB 2.0

NORMAL KEYS 104 / 105 / 108 keys (different by
languages)

BACKLIGHT RGB
OPERATING SYSTEM Windows 10 / 8.1 / 8 / 7
CABLE 1.8m with gold-plated connector
KEY STROKE LIFE 12+ Million

N-KEY ROLLOVER 6 Keys Rollover
20 Keys Anti-Ghosting

PRODUCT DIMENSIONS (MM) 438 x 157 x 38mm
WEIGHT (PRODUCT / PACKAGE) 1042 g / 1303 g

FEATURES
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CLUTCH GM11

© 2021 Micro-Star Int'l Co.Ltd. MSI is a registered trademark of Micro-Star Int'l Co.Ltd. All rights reserved.Intel, the Intel logo, Centrino, Centrino Inside, Intel Core and Core Inside are trademarks of Intel
Corporation in the U.S. and other countries. For more information about the Intel processor feature rating, please refer to www.intel.com/go/rating.

SPECIFICATIONS
Model Name CLUTCH GM11 GAMING MOUSE
Response time 1000Hz , 125/250/500/1000(Default)Hz
Main Key switches OMRON Switch with 10+ Million Clicks
USB 2.0 Interface USB 2.0
DPI switch 400 / 800 / 1600 / 3200 / 5000
USB Cable 1.8m with gold-plated connector
Dimension (mm) 118 x 62 x 37mm
Weight(g) 89 g (without cable) / 249 g
LED Light RGB
Sensor PMW-3325 Optical Sensor
Sensor Optical
Buttons 6
OS Supported Windows 10 / 8.1 / 8 / 7

FEATURES
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DS501 GAMING HEADSET

© 2020 Micro-Star Int'l Co.Ltd. MSI is a registered trademark of Micro-Star Int'l Co.Ltd. All rights reserved.Intel, the Intel logo, Centrino, Centrino Inside, Intel Core and Core Inside are trademarks of Intel
Corporation in the U.S. and other countries. For more information about the Intel processor feature rating, please refer to www.intel.com/go/rating.

SPECIFICATIONS
Model Name DS501 GAMING HEADSET
Connector 3.5mm headphone jack
USB Cable PVC / 2.1M Length / Low Resistance
Frequency Response 20Hz-20KHz
Interface Ø3.5 Jack x2
Dimensions(mm) 220*186*100/275*245*135mm(with package)
Weight(g) 270g
Speaker Sensitivity(S.P.L) 97dB±3dB @ 1KHz
Drivers Ø40mm x 2
Speaker Impedance 32 ohm
Mic Dimension Ø6.0 ×2.8mm
Mic Sensitivity -36±3dB @ at 1KHz
Microphone pick up type Omnidirectional
Microphone frequency
response 100Hz-10KHz

Mic Impedance ≤2.2kΩ
Microphone impendance 2.2k ohm

Compatibility
PC, Mac, PS5™, PS4™, XBOX Series™, Nintendo
Switch™
* All trademarks and registered trademarks are
the property of their respective owners

FEATURES
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