
Blind Operation

MULTI CHANNEL REMOTE CONTROL 

For installations of multiple blinds, you may have ordered or wish to order the multi-channel  
remote control which can operate up to 15 blinds individually or simultaneously. 

OPERATION – Your blind will arrive with the top and bottom stop limits factory set.

Close the blind: press and hold the down button on the remote control for  
1 second then release the blind will begin to close, the blind will stop automatically  
at the bottom of the window.

Open the blind: press and hold the up button on the remote control for 1 second  
then release the blind will begin to open, the blind will stop automatically at the  
top of the window.

The blind can be stopped at any point during an open or close cycle by pressing  
the stop button for 1 second then releasing.

Blind speed settings: Your blind has 3 operating speed functions	 (1)	 Slow 
	 (2)	 Medium 
	 (3)	 Fast

Your blind is already pre-set to the medium speed (2).                                                          To 
increase the speed press & HOLD both the STOP and UP buttons  
simultaneously until the blind jogs 3 times, your blind will now operate faster. 
To decrease the speed press & HOLD both the STOP and DOWN buttons 
simultaneously until the blind jogs 1 time your blind will now operate slower.	
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 Pairing the multi-channel remote control to your blinds - 
For each blind you wish to control with the multi-channel remote control  
please follow the steps below: 

(1) Move the blind you wish to pair to the mid-point on your window. 
(2) Remove the back battery covers from the multi-channel remote control  
and single channel remote control of the blind you want to pair.

(3) Select channel 1 on the multi-channel remote control using the channel selection buttons, on the 
single channel remote control press the P2 button, the blind will jog once, press the P2 button again 
the blind will jog again. 
(4) On the multi-channel remote control press P2 button, the blind will jog, your multi-channel 
remote control is now paired and will operate the blind.		   
* If the remote control does not pair leave for 1 minute and follow steps 3 & 4 again. 
Repeat the steps above to add multiple blinds ensuring to select the next channel  
on the multi-channel remote control eg: 1st blind channel 1, 2nd blind channel 2.     

To operate all blinds simultaneously select channel 0 on the multichannel  
remote control. 
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Afstandsbediening koppelen

Bediening

Sluit het dakraam rolgordijn: druk en houd de onder knop op de afstandsbediening voor 1 sec. ingedrukt en het dakraam rolgordijn 
gaat naar beneden. Zodra deze helemaal naar beneden is zal deze automatisch stoppen. 

Open het dakraam rolgordijn: druk en houd de boven knop op de afstandsbediening voor 1 sec. ingedrukt en het dakraam rolgordijn 
gaat naar boven. Zodra deze helemaal naar boven is zal deze automatisch stoppen. 

Je kunt het dakraam rolgordijn op elke poisitie stoppen door voor 1 seconde op de stop knop te drukken

Om meerdere dakraam rolgordijnen tegelijk te bedienen selecteer kanaal 0 op de afstandsbediening
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Selecteer eerst het gewenste kanaal op de afstandsbediening voordat je deze 
gaat koppelen.

Om de cassette te openen, druk op de 2 knoppen aan de zijkant van de 
cassette en haal de cassette naar voren. 
BELANGRIJK: zorg ervoor dat de cassette volledig is gesloten na het koppelen 
van de afstandsbediening 

P1 knop Motor

Gebruik het hulpmiddel en druk de P1 knop voor ca. 2 
seconden in totdat de motor reageert door 1x op en neer te 
gaan

Zorg ervoor dat de cassette van het dakraam rolgordijn is gesloten voordat je deze gaat bedienen
De afstandsbediening is nu gekoppeld en je kunt het dakraam rolgordijn bedienen.

Om meerdere dakraam rolgordijnen te koppelen aan de afstandsbediening herhaal bovenstaande stappen.

Stap 1.

Druk op de stop knop en houd deze voor ca. 2 seconden 
ingedrukt totdat de motor reageert door 2x op en neer 
te gaan

Gaat 2x op en 

Stap 2.

Stap 3

Ca. 2 seconden

Motor reageert

Gaat 1x op en 

Op en neer gaan is een kleine 
beweging van de motor

Boven


