
Blind Operation

MULTI CHANNEL REMOTE CONTROL 

For installations of multiple blinds, you may have ordered or wish to order the multi-channel  
remote control which can operate up to 15 blinds individually or simultaneously. 

OPERATION – Your blind will arrive with the top and bottom stop limits factory set.

Close the blind: press and hold the down button on the remote control for  
1 second then release the blind will begin to close, the blind will stop automatically  
at the bottom of the window.

Open the blind: press and hold the up button on the remote control for 1 second  
then release the blind will begin to open, the blind will stop automatically at the  
top of the window.

The blind can be stopped at any point during an open or close cycle by pressing  
the stop button for 1 second then releasing.

Blind speed settings: Your blind has 3 operating speed functions	 (1)	 Slow 
	 (2)	 Medium 
	 (3)	 Fast

Your blind is already pre-set to the medium speed (2).                                                          To 
increase the speed press & HOLD both the STOP and UP buttons  
simultaneously until the blind jogs 3 times, your blind will now operate faster. 
To decrease the speed press & HOLD both the STOP and DOWN buttons 
simultaneously until the blind jogs 1 time your blind will now operate slower.	

SINGLE CHANNEL REMOTE CONTROL 
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 Pairing the multi-channel remote control to your blinds - 
For each blind you wish to control with the multi-channel remote control  
please follow the steps below: 

(1) Move the blind you wish to pair to the mid-point on your window. 
(2) Remove the back battery covers from the multi-channel remote control  
and single channel remote control of the blind you want to pair.

(3) Select channel 1 on the multi-channel remote control using the channel selection buttons, on the 
single channel remote control press the P2 button, the blind will jog once, press the P2 button again 
the blind will jog again. 
(4) On the multi-channel remote control press P2 button, the blind will jog, your multi-channel 
remote control is now paired and will operate the blind.		   
* If the remote control does not pair leave for 1 minute and follow steps 3 & 4 again. 
Repeat the steps above to add multiple blinds ensuring to select the next channel  
on the multi-channel remote control eg: 1st blind channel 1, 2nd blind channel 2.     

To operate all blinds simultaneously select channel 0 on the multichannel  
remote control. 
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Parring med fjernbetjeningen

Betjening 

Luk rullegardinet: Tryk og hold knappen på fjernbetjeningen nede i 1 sekund, og slip herefter. Rullegardinet vil begynde at lukkes og 
vil automatiske stoppe ved den nederste del af vinduet.

Åbn rullegardinet: Tryk og hold knappen på fjernbetjeningen nede i 1 sekund, og slip herefter. Rullegardinet vil begynde at åbnes og 
vil automatiske stoppe ved den øverste del af vinduet. 

Rullegardinet kan stoppes på ethvert tidspunkt under en åbn- eler lukkecyklus ved at trykke på stopknappen i 1 sekund og herefter 
slippe den.
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Når en fjernbetjening med flere kanaler anvendes, skal det kanalnummer, som 
brugeren ønsker at bruge, vælges på fjernbetjeningen før parring

Åbn rullegardinet ved at rykke på de 2 knapper i en af gardinets ender for at 
åbne og rulle fremad
VIGTIGT efter parring med din fjernbetjening skal du sørge for, at rullegardinet 
er helt lukket

P1-knap Motor

Brug det medfølgende pegeredskab til at holde P1-knappen 
nede i ca. 2 sekunder, indtil motoren reagerer med 1 stød.

Sørg for at lukke rullegardinet før betjening
Fjernbetjeningen bør nu være parret med og betjene rullegardinet.

For at tilføje yderligere rullegardiner skal en anden kanal vælges på fjernbetjeningen, og processen 
ovenfor gentages.

Trin 1.

Tryk og hold stop nede på fjernbetjeningen i ca. 2 se-
kunder, eller indtil motoren reagerer med 2 stød.

stød x 2

Trin 2.

Trin 3.

Ca. 2 sekunder

Motorreaktion

stød x 1

stød = en lille bevægelse af motoren

Op


